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MODEL 

Capacity 

Division 

Dimensions (LxDxH)

Weighing pan (mm)

Weiging Unit

Power Supply 

Net weight

TB213MAX-T TB313MAX-T TB2102MAX-T TB3102MAX-T

210 g 310 g 2100 g 3100 g

0.001 g 0.001 g 0.01 g 0.01 g

Ø 98 mm Ø 115 mm

g, ct, oz, dwt, gn, tola, tl.T

100-240V AC Adapter 12V/1000mA

2,3kg/2,9kg

Display Touch screen

 0.01 g   0.01 g   0.1 g   0.1 g

          Accuracy class: II

The TB-MAX-TSeries are high-quality 
     electronic precision weighing

Factory: : FUZHOU FURI  ELECTRONICS. 
Manufactured for TPS Corporation
TPS OEM

(340 x 270 x 200) mm(340 x 270 x 200) mm

- Show date and time.
- Auto zero tracking.
- Low battery indication.
- Color Capacitive touch Screen.
- Large stainless steel pan.
- Stability indication.
- Auto calibration.
- Back light display brightness (adjustable).
- Less than 1s display setting time.
- Percentage functions.
- Capacity indicator bar.
- Selectable beeper.
- Unit switching: g, oz, lb, dwt.
- 1.3 million internal resolution.
- 200,000 display resolution.
- 24 bit A/D processor.
- Highest quality sensor used.
- Counting functions.
- Density functions.
- RS232 or USB socket selectable.
- 4 models, Weighing/Counting/Percentage/Density.
- Power display:100-240V AC Adapter 12V/1000mA.
- Case-pack: 2pcs/ctn.
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